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Count Mixed Coins Anywhere, Anytime

Model 915 COIN COUNTER and COIN 
PACKAGER

The Model 915 Coin 
Counter/Packager offers real 
value in coin counting and 
packaging applications. 
Whether you are counting 
coins into bags or rolls for 
deposit or recirculation, the 
Model 915 offers speed, 
accuracy, and ease of use. 
Like all MAG II products, the Model 915 offers outstanding 
performance at an affordable price - a vast improvement over tedious 
hand counting.

Features: 

●     Speed: 1800 coins per minute 
●     Eight programmable batch presets (variable via keyboard) 
●     Exact bag stops 
●     Small coin off-sort 
●     Automatic jam recovery 
●     Large 7 digit LED display 
●     Individual denomination count totals 
●     Off-sort bagging attachment 

Optional Coin Tubes 
Specifications: 

Counting Modes: Continuous Counting & Preset Counting
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Counting Device: Electronic sensor
Coin Thickness: .8 to 3.8 (mm)
 .0315 to .1496 ( inches)
Coin Diameter: 14 to 34 (mm)
 .5512 to 1.3386 (inches)
Dimensions: 23 W x 32 D x 17 H (cm)
 9.06 W x 12.6 D x 6.69 H (inches)
Weight: 8.5 Kg, 18.7 Lbs.
Hopper Capacity: 1500 coins
Ambient 
Temperature: 0 to 40 ºC

 32 t0 104 ºF
Power: Consumption: 40W
Power 
Requirements: 110V AC, 60Hz or 220V, 50Hz 

Features and specifications subject to change 
 
CSL Series Manually Operated Coin 
Counters...

The MAG II CSL Series of manually 
operated coin counters allow you to count 
coins at speeds up to 1,000 per minute 
anytime and anywhere. These lightweight, 
but extremely durable counters offer a 
wide range of features that meet virtually 
any need for accurate, efficient, low-
volume coin processing. Simple to learn 
and operate, the CSL Coin Counters will immediately make counting 
operations more productive and accurate as compared to manual 
methods.

Features: 

●     Manually-operated using easy to operate 
handle 

●     Compact design, small footprint and highly 
portable 

●     Easy to use; Simple denomination 
changeover 

●     Speeds up to 1,000 coins per minute 
●     Highly accurate 

CSL-7 
- 

Same as the CSL-9 plus exact bag stops. Weighs 8.8 lbs. 
(4 Kg.)

CSL-4 
- 

Same as the CSL-7 plus small coin off-sort. Weighs only 11 
lbs. (5 Kg.)
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Specifications: 

Bag Stops: 20, 25, 40, 50, 100, 200 and "Off"
Coin Thickness Range: Minimum: .0394" (1mm) 
. Maximum: .1378" (3.5mm)
Coin Diameter Range: Minimum: .5709" (14.5mm) 
. Maximum: 1.3386" (34mm) 
Dimensions: 7.87" (H) x 8.27" (W) x 11.42 (D) Inches
. 20cm (H) x 21cm (W) x 29 (D) mm
Weight: Varies by Model (shown above)
Features and specifications subject to change 
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